


1995 2.23

10 1000

5 200000m2

120

CSB was established in 1995 and its legal registeredcapital is 
223 million RMB.

Annual turnover more than 1 Billion RMB, more than 1000 
employees.

CSB has 5 production bases with a total area of 200000m2.

China National Hi-Tech Enterprise, more than 120 patents.

IATF16949: 2016 IS09001: 2015 1S014001: 2015 and 
"CSB", "CSB-EPB", "CSB-LIN",  "CSB-BAL", "TEFPLAS", "DURARUB", "DURAFILM", 

"DURAPLAS", "DURAMOV", "FLEXMOV", "DURACABLE", "DURACHAIN" , "TRIBOPAD" 

and "TRIBOTAPE" are legally protected trademarks in China. 

Hg Cr+6 Pb Cd PBDE PBB
DBP BBP

2- DEHP HBCDD
This directive restricts the use of hazardous substances. Listed below are CSB products 
which are all RoHS compliant.

...High-performance Ploymer Technologies
                   Creating Value For Customers
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Polymer-tech SolutionsTM

EPB13

Self-lubricating and maintenance-free linear motion system, Linear slider and screw nuts are made of high wear-

250 FDA

, FDA food safety grade.

250

types, Highest operation temperature 250 .

FLEXMOV®  
PVC PUR TPE

environments such as indoors or outdoors.

The cable carriers are made of high strength and anti-wear plastics, The cable carriers are used in a variety of motion 
modes and strokes, modular design is easy to assemble and maintain, and it is suitable for low noise long life in 
various environments.

240MPa

240MPa, Especially suitable for swing with high load and low speed.

CSB-EPB®

®, It can be machined 
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RPM3 RPM4 RPM5 RPM6SRB-01

ALBB

SRB-02

ALB ALBF

BAL

PRB10

GLB

PRB15

GIB

PRB20

GFB

PRB25

GBB

PRB30

EPB PCB PYB PEW FLB PPR CPB

LIN-11 LIN-11R LIN-11G ELBLIN-01 LINPLIN-12B

GDB

PRB40

GSB-OP

PRTB10

TLS SNF AS ASS WR NR LMS

SRB-03

CRB CRG CRH CRP

MN73 MN73MN71 MN71

MN70

M80 M81 EPB13

CRW CRF

CSB-50 CSB-40 CSB-11 CSB-20 CSB-800 CSB-650

CRM

TAP

M80 EPB13M81 EPB5A EPB6EPB EPB10
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 Online Tools

please visit: www.csb-ep.com
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CSB

CSB

CSB
CSB

CSB insists on the theory of going on creation and 

concentrat ing on the self- lubricat ing material 
technology, making full use of the advanced research 

institutes and foreign technology. CSB has advanced 

life tester for plastic cable carriers. There are thousands 

materials and products are developed by CSB to meet 

DURAMOV®  

DURAMOV®  Plastic cable carrier test center
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Instron 5567 material testing system 

EDS

Material analysis center

UV
UV Accelerated Weathering Tester

Material structure center

High and low temperature 
alternating test chamber
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DURAMOV® 
DURAMOV ®  cable carriers are made of high-strength 
and wear-resistant materials

C01
Micro cable carriers

C11
Open design micro cable carriers

C21
Openable design micro cable carriers

C31
Openable design micro cable carriers

C04

Quiet micro cable carriers

C02
Universal cable carriers

C03
High load cable carriers

EDS9
Anti-static material is available for cable carriers

High strength and stability connection design

Strain relief elements

Strain relief separators

FLEXMOV®
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Plastic cable carriers applications

C03
C03 cable carriers protects long-stroke robot cables
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Plastic cable carriers applications

Waterjet cutting machine

CNC
Machining center

Robot Auto machine
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CO2 cutting machine

Filament-wound machine
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Series Opening 
principle

Inner 
height 
[mm] outer diameter 

[mm]

Inner width 
[mm]

Outer height 
[mm]

Outer width 
[mm]

Bend radius 
[mm]

Link pitch 
[mm]

 For the smallest applications. One-piece, non-openable

07 8 7-30 10 12-35 15-48 16.7

10 8 10-30 12 14-34 18-38 20

15 12 16-50 19.3 24.2-58.2 25-48 20

05 3 5-10 8 8.7-13.7 10-18 10

07 4.5 7-30 10 12-35 15-48 16.7

10 6.5 10-20 15 16.5-26.5 18-38 20

15 12 16-40 19.3 24.2-48.2 28-48 20

20 16 25-50 25 36-61 28-48 30.5

 Two-pieces design, Openable along the outer radius or inner radius

10 8 10-30 15 17.4-37.4 18-38 20

15 12.5 16-50 19.5 23.8-57.8 28-48 20

20 16 25-50 25 36-61 28-48 30.5

 For almost any application. Crossbars removable along the inner and outer radius

18 16 38-125 28 54-141 38-150 40

25 23 38-125 35 54-141 55-250 46

35 32 50-150 50 66-194 63-250 56

45 42 75-175 64 95-270 75-300 67

 - 

32 28 50-200 54 73-223 63-300 56

42 38 50-200 64 76-226 75-350 67

56 50 100-300 84 134-334 135-400 91

80 72 100-300 108 148-298 150-500 111

28 25 30-60 35 46-76 55-150 22

Hi ø max. Ha R
TBi Ba
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[kg/m] [m]

Long travel

[m]

Internal divider

ATEX/ESD

Cleanroom

UL94

Low
 noise Page

Horizontal separators

0.37 HB

0.37 HB

0.75 HB

0.25 V2

0.37 V2

0.37 V2

0.50 HB

0.50 HB

0.50 HB

0.65 HB

0.65 HB

5 HB

5 HB

8 HB

13 HB

15 200 HB

38 300 HB

75 400 HB

75 400 HB

3 HB

EXm

kg

m

 Inapplicable  Optional  standard  Especially suitable
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The separator separates inside space of the carrier to protect cables, oil hoses, gas hoses, etc.

C02 C03

C04
Horizontal separators

C02 C

Mounted on the inside of the carrier 
brackets

C02
Tiewrap elements

C
Used with C-profile supporter and 
tiewraps

C03 C

 
Mounted on the inside or outside of the 
carrier brackets

C03
Tiewrap elements

C
Used with C-profile supporter and 
tiewraps

C03
Sliding pads for cable carriers

C03
Used for C03 cable carriers long stroke 
protection

Cable clamp
C

Series Page

 Available in galvanised steel and stainless steel

DURAMOV® 
C02 and C03 Standard length: 

2m section
Standard length: 

2m section The length according to Lc
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Brackets

Used to support bellows in long-
travall applications

 
Quick connectors

Quickly connected without tools

 
Water-proof connectors

 
Right-angle connectors

Used for right-angle applications

Series Type Inner diameter 
[mm]

Outer diameter 
[mm]

Bend radius 
[mm] [m] Page

 

Close 10-48 13-54.5 20-90

Open 10-48 13-54.5 20-90

 

 Close 10-48 13-54.5 20-90

 Open 10-48 13-54.5 20-90
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Application icons 

M =  Deviation of the center point [mm]

AR =  Outer radius [mm]

Ba =  Outer width [mm]

Bi =  Inner width [mm]

D = [mm]

FLB = [m]

FLG = [m]

FLU = [m]

FZ = [kg/m]

H =  Nominal clearance height [mm]

Ha =  Outer carrier height [mm]

HF = [mm]

Hi =  inner height [mm]

K =  Add-on for bend radius [mm]

n =  Quantity of links [Pcs]

R =  Bend radius [mm]

S =  Length of travel [mm]
S/2 =  Half length of travel [mm]

T =  Carrier link pitch [mm]

Side-mounted

+
Horizontal and 

Nested

Side by side

K= Add-on for bend radius

LK=S/2+ M+K FLG FLB M
G, FLB and 

LK=S/2+K
movements and most long travels

LK=S/2+K2
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Calculation of the carrier length

Camber

 K K 

The carrier length LK

F

without camber for restricted space applications - however, these no camber carriers do not have the same load-bearing capacity.

DURAMOV® 

HF

LK =  Carrier length
S =  Length of travel
R =  Bend radius

M =  Deviation of the centre point
K = 
T =  Carrier link pitch

H =  Nominal clearance height
HF = 

 - 

The necessary clearance height depends on the camber of the carrier. 
 HF = 

Principle of camber for DURAMOV® carriers HF

Moving end

 Moving end

LK = S/2 + K

LK = S/2 + M +K

K 
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FLG 10-50mm
FLG

The carrier is unsupported FLG when the upper run still has camber, is 

the carrier in FLG is always recommended. The runs smoothly without 
additional vibration.

FLB- 10-50mm FLB

The carrier is unsupported FLB when the sag is more than 1/2 Carrier link height and less than the smallest available radius of this 
DURAMOV®

B without any problems. There are restrictions concerning the 

FLB

When the sag of the carrier is higher than allowed for FLB, it is in critical sag. Using an carrier in critical sag should be avoided or solved 

The carrier or tube should be replaced in these cases.

FLG

The FLG

G G

B B

 Critical sag

H F H FH H

FLG FLB

S/2 S/2

S S

R R
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100

A

Cables and hoses

DURAMOV® 

Hanging applications DURAMOV®

carrier enables a bundled supply of a wide variety of cable types. The use of an carrier ensures that individual cables are not entangled in 

the carriers and and how they are secured at the end points: all cables and hoses must be 

separation elements should be used for distinct division of all cables and hoses. The cables 
and hoses must be secured carefully to both end points of the carrier. The strain relief must 
be designed so that the opposite run cannot catch. Safe strain relief and clear separation of 

able to move freely and bear their own weight.

is also an option however, it must at least cover the area in which the carrier may sway. Lateral acceleration can occur in two directions. 

acts transversely to the carrier, where it is more stable. When using a guide, an carrier with camber should be selected. This ensures that 
the carrier is pressed into the trough.
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U 

 - 

Options for a standing application with 
support of the first carrierlinks: on the 
right, with U-shaped guidance - on the 
left, with the support of the first carrier 
links

Standing applications are standard on many machines and plants. Cables will be guided 

The mounting brackets must be attached so that the carrier cannot bow outwards. Locking 
mounting brackets are highly recommended because they can be attached flush to the 
machine.

Mounting brackets

Cables and hoses must be laid in the carrier so that they can bend freely and bear their 
own weight. For precise guidance of the cables and hoses, we strongly recommend interior 
separation elements. Cables must be strain relieved at both ends.

Cables and hoses

Locking mounting brackets

If lateral acceleration occurs, the carrier should, in most cases, be supported along the 

distance must often be supported. Due to the wide variety of combinations involving fill 
weights, stroke heights, carrier types and bend radius, we recommend you contact with us. 

Lateral acceleration

cost-saving solution.

Combined motion
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Side-mounted carriers are strongly recommended if the installation height is restricted

DURAMOV® carriers placed on their side can be used unsupported to a limited 

factors:

1.  Fill weight

2 .  Width of the carrier

3.  Bend radius

4.  Parallel placement

The greater the fill weight of the carrier, the shorter the available unsupported length. When placed on its side, the carrier width, in 

Side-mounted Carriers

The lying carrier, one side of the chian is 
suppoted

We recommend locking mounting brackets for sidemounted applications
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In order to ensure that the carrier is functioning properly and to avoid damage to the cables or hoses, the following principles must be 

10%

20%

This minimum clearance would be 10% for electrical round cables, 20% 
for hydraulic hoses.

In applications where multiple cables and hoses are used, in order to 
avoid mutual friction between them, it is preferable to place them in 
a suitable separate space and separate them from each other with 
a spacer. If there are no conditions to achieve, make sure there is 

The cables or hoses are laid in a symmetrical manner according to 
their diameter and weight. The largest and heaviest cables are placed 
on the outside of the section and the small and light cables are placed 
on the inside.

materials such as cables or hoses. eg: cable and hydraulic hoses

MIN 10% MIN 20%

D

H

D
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++  Resistant

+  Conditionally resistant

-  Non-resistant

 Item  Method  Unit M163 M107 ESD9

 Color  Black  Black  Black

 Density ISO1183 g/cm3 1.37 1.14 1.2

RH50/23
 /RH50% ISO 62 % 1.8 3.4 1.9

ISO 62 % 6.4 7.6 7.3

[ / ISO 527 MPa 190/130 80/40 150/100

[ / ISO 527 % 2.8/6 40/>50 2.5/4.5

[ / ISO 527 MPa 11000/7250 3200/1000 11500/7500

[ / ISO 178 MPa 9800/7000 2800/900 8900/6300

ISO 178 MPa 250/155 105/35 230

 Shore hardness ISO 868 D 79 79 83

 Continuous work temperature -40/+120 -40/+80 -40/+80

-40/+180 -40/+170 -40/+150

 Volume resistivity IEC60093 ·cm >1011 >1011 9

IEC60093 >1011 >1011 9

 Flammability UL94 Class HB V2 HB

 Silicone-free + + +

 Halogen-free + + +

+ + +

Chemical resistance  

  Medium
 

Concentration
% weight

M163 M107 ESD9

 Acetic acid 2 ++ ++ ++

 Acetone 100 ++ ++ ++
10 ++ ++ ++

 Benzene 100 ++ ++ ++
 Bitumen 100 + + +

10 ++ ++ ++
 Butyric acid 100 + + +

++ ++ ++

 Caustic potash 10 ++ ++ ++
 Chlorinated hydrocarbons ++ ++ ++

 Chlorine water - - -
1 + + +

 Colour ++ ++ ++
 Diesel oil 100 ++ ++ ++

 Fats, cooking fat ++ ++ ++
 Fluorinated hydrocarbons ++ ++ ++

30 + + +
2 + + +

 Gasoline 100 ++ ++ ++
 Hydraulic oils ++ ++ ++

 Hydrochloric acid PH2 + + +
 Hydrochloric acid 2 + + +
 Hydrochloric acid 10 - - -
 Ink, printing ink ++ ++ ++

  Medium
 

Concentration
% weight

M163 M107 ESD9

++ ++ ++
 Methyl acetate 100 ++ ++ ++

 Milk ++ ++ ++
 Mineral oil ++ ++ ++

 Oil, cooking ++ ++ ++
 Oil, lubricating oil ++ ++ ++

 Oleic acid 100 ++ ++ ++
++ ++ ++

 Perchloroethylene 100 ++ ++ ++

++ ++ ++

60 ++ ++ ++

100 ++ ++ ++

 Propane gas ++ ++ ++

50 ++ ++ ++

+ + +
 Vaseline ++ ++ ++

10 ++ ++ ++
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C01
C01

C01 micro cable carriers are very small, one piece 
carriers with low weight, making them ideal for 
highly dynamic applications. C01 micro cable carriers 
are optimal for the smallest installation spaces, and 
are available in many versions.

Inner height from 7mm to15mm,
Inner width from 7mm to 50mm

One-piece design
Non-openable

With tiewrap plates 
are available

Smallest bend 
radius

RoHS

 Low-noise

 Flammability Class 
UL94 HB

One-piece design non-openable

CE 

ESD / C01E
EX

Small pitch for low-noise
Smooth running
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Vehicle construction
Automatic doors
Measuring machines

Pick & place robots
Medical industries
Printer and plotter
Semi-conductor machines

 
Micro cable carriers

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C01.07 7-30 12-35 7 10 15-48 0.5 P24

C01.10 10-30 14-34 10 12 18-38 0.5 P26

C01.15 16-50 24.2-58.2 15 19.3 25-48 0.7 P28

Twist and click Twist and divide
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C01.07.07 7 12 7 10 015 018 028 038 048 0.07

C01.07.10 10 15 7 10 015 018 028 038 048 0.08

C01.07.16 16 21 7 10 015 018 028 038 048 0.09

C01.07.20 20 25 7 10 015 018 028 038 048 0.10

C01.07.30 30 35 7 10 015 018 028 038 048 0.11

R 015 018 028 038 048

H 40 46 66 86 106

D 45 48 58 68 78

K 85 90 125 155 185

HF=H+10mm

D S

R

16.7

H

S/2

Ba

Bi

7 10

Moving end

Inner height Bi 7mm
Link pitch T 16.7mm

60pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB
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 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

  
Inner width Bi [mm] 

A 
[mm]

X
 [mm]

M 
[mm]

C01.07.07.01.L C01.07.07.01.P 07 12 8 /

C01.07.10.01.L C01.07.10.01.P 10 15 8 /

C01.07.16.01.L C01.07.16.01.P 16 21 8 /

C01.07.20.01.L C01.07.20.01.P 20 25 8 /

C01.07.30.01.L C01.07.30.01.P 30 35 / 22

19

4 4

19

XX
MM Bi AA

3 3

0: 1:  Moving end

C 0 1 . 0 7 . 0 7 . 0 1 . P

 Carrier series
 Inner height
 Inner width

 

+

P:  Pivoting
L:  Locking

*C01.07
*A2|A4  Please indicate installation code for pre-assembled carriers

*
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 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 018 028 038

H 48 68 88

D 54 64 74

K 100 130 160

HF=H+10mm

FLG

FLB D S

R

20

H

S/2

Ba

Bi

10 12

Moving end

Inner height Bi 10mm
Link pitch T 20mm

50pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C01.10.10 10 14 10 12 018 028 038 0.07

C01.10.16 16 20 10 12 018 028 038 0.08

C01.10.20 20 24 10 12 018 028 038 0.09

C01.10.30 30 34 10 12 018 028 038 0.09
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Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm]

C01.10.10.01.L C01.10.10.01.P 10 14.7 8 /

C01.10.16.01.L C01.10.16.01.P 16 20.7 8 /

C01.10.20.01.L C01.10.20.01.P 20 24.7 8 /

C01.10.30.01.L C01.10.30.01.P 30 34.7 / 22

4 4

2222

X X

MM AA Bi Bi

3 3

0:1:  Moving end

90

90
45

*C01.10
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB
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 Carrier series
 Inner height
 Inner width
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P:  Pivoting
L:  Locking
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C01.15.16 16 24.2 15 19.3 025 028 038 048 0.24

C01.15.20 20 28.2 15 19.3 025 028 038 048 0.25

C01.15.30 30 38.2 15 19.3 025 028 038 048 0.28

C01.15.40 40 48.2 15 19.3 025 028 038 048 0.31

C01.15.50 50 58.2 15 19.3 025 028 038 048 0.37

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 025 028 038 048

H 69 75 95 115

D 65 68 78 88

K 120 130 160 195
HF=H+15mm

FLG

FLB

D S

R

20

H

S/2

Ba

Bi

15 19
.3

Moving end

Inner height Bi 15mm
Link pitch T 20mm

50pcs/m
Clearance height HF H+10mm
Carrier length S/2+K
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5 5

28

17 17

28

X X

M

10

C AA

0:1:  Moving end

3 3

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width 
Bi [mm] 

A 
[mm]

X
 [mm]

M 
[mm]

C 
[mm]

 
Number of 
teeth [pcs]

C01.15.16.01.L C01.15.16.01.L.TP C01.15.16.01.P C01.15.16.01.P.TP 16 24.2 8 / 10 2

C01.15.20.01.L C01.15.20.01.L.TP C01.15.20.01.P C01.15.20.01.P.TP 20 28.2 8 / 10 2

C01.15.30.01.L C01.15.30.01.L.TP C01.15.30.01.P C01.15.30.01.P.TP 30 38.2 8 22 20 3

C01.15.40.01.L C01.15.40.01.L.TP C01.15.40.01.P C01.15.40.01.P.TP 40 48.2 8 32 30 4

C01.15.50.01.L C01.15.50.01.L.TP C01.15.50.01.P C01.15.50.01.P.TP 50 58.2 8 42 40 5

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

*C01.15
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

3
2

3

*

 With tiewrap plates
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 Carrier series
 Inner height
 Inner width
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P:  Pivoting
L:  Locking
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C11

C11

C11 micro cable carriers are very small, one piece 
and open design carriers with low weight, making 
them ideal for highly dynamic applications and 

optimal for the smallest installation spaces, and are 
available in many versions.

RoHS

 Low-noise

CE 

ESD / C11E
EX

Inner height from 5mm to 10mm,
Inner width from 5mm to 20mm

One-piece and open design

Small pitch for low-noise
Smooth running

With tiewrap plates 
are available

Smallest bend radius

 Flammability Class 
UL94 V2
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Cleanroom applications
Electronic apparatus

Vending machines

Packaging machines
Medical industries

 
Micro cable carriers, open  

 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C11.05 5-10 8.7-13.7 5 8 10-18 0.3 P32

C11.07 7-30 12-35 7 10 15-48 0.5 P34

C11.10 10-20 16.5-26.5 10 15 18-38 0.5 P36

Twist and click Press in cable Twist and divide
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C11.05.05 5 8.7 5 8 010 012 015 018 0.03

C11.05.07 7 10 5 8 010 012 015 018 0.04

C11.05.10 10 13.7 5 8 010 012 015 018 0.05

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 010 012 015 018

H 28 32 38 44

D 29 31 34 37

K 55 60 70 80

HF=H+10mm

Ba
Bi

5 8

D

10

H

S
S/2

R Moving end

FLG

FLB

Inner height Bi 5mm
Link pitch T 10mm

100pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

*
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 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 V2

  
Inner width Bi [mm] 

A 
[mm]

X 
[mm]

C11.05.05.01.L C11.05.05.01.P 05 8.7 4

C11.05.07.01.L C11.05.07.01.P 07 10.7 4

C11.05.10.01.L C11.05.10.01.P 10 13.7 4

3 3

32.5

14

X 6 6 X

A

14

0: 1:  Moving end

60
23

*C11.05
*A2|A4  Please indicate installation code for pre-assembled carriers
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C 1 1 . 0 5 . 0 5 . 0 1 . P

 Carrier series
 Inner height
 Inner width

 

+

P:  Pivoting
L:  Locking
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C11.07.07 7 12 7 10 015 018 028 038 048 0.07

C11.07.10 10 15 7 10 015 018 028 038 048 0.08

C11.07.16 16 21 7 10 015 018 028 038 048 0.09

C11.07.20 20 25 7 10 015 018 028 038 048 0.10

C11.07.30 30 35 7 10 015 018 028 038 048 0.11

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 015 018 028 038 048

H 40 46 66 86 106

D 45 48 58 68 78

K 85 90 125 155 185

HF=H+10mm

Ba

Bi

7 10

D S

R

16.7

H

S/2

Moving end

FLG

FLB

Inner height Bi 7mm
Link pitch T 16.7mm

60pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

*
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44

19 19

XX
MM AA

3 3

0:1:  Moving end

  
Inner width Bi [mm] 

A 
[mm]

X
 [mm]

M 
[mm]

C11.07.07.01.L C11.07.07.01.P 07 12 8 /

C11.07.10.01.L C11.07.10.01.P 10 15 8 /

C11.07.16.01.L C11.07.16.01.P 16 21 8 /

C11.07.20.01.L C11.07.20.01.P 20 25 8 /

C11.07.30.01.L C11.07.30.01.P 30 35 / 22

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 V2

*C11.07
*A2|A4  Please indicate installation code for pre-assembled carriers

12.5

20
*

 
Ca

rri
er

 se
rie

s

 
In

ne
r h

ei
gh

t

 
In

ne
r w

id
th  

Be
nd

 ra
di

us  

 
M

ou
nt

in
g 

br
ac

ke
t 

& 
in

st
al

la
tio

n 
ty

pe

*

C 1 1 . 0 7 . 0 7 . 0 1 . P

 Carrier series
 Inner height
 Inner width
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P:  Pivoting
L:  Locking
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C11.10.10 10 16.5 10 15 018 028 038 0.07

C11.10.16 16 22.5 10 15 018 028 038 0.08

C11.10.20 20 26.5 10 15 018 028 038 0.09

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 018 028 038

H 51 71 91

D 56 66 76

K 100 130 160

HF=H+10mm

FLG

FLB

Ba

Bi

1510

D S

R

20

H

S/2

Moving end

Inner height Bi 10mm
Link pitch T 20mm

50pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

*
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 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 V2

3 3

4 417 17

22 22

X X

A A10C

0:1:  Moving end

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width Bi 
[mm] 

A 
[mm]

X
 [mm]

C 
[mm]

 
Number of teeth 

[pcs]

C11.10.10.01.L / C11.10.10.01.P / 10 16.5 8 / /

C11.10.16.01.L C11.10.16.01.L.TP C11.10.16.01.P C11.10.16.01.P.TP 16 22.5 8 10 2

C11.10.20.01.L C11.10.20.01.L.TP C11.10.20.01.P C11.10.20.01.P.TP 20 26.5 8 10 2

90

90

*C11.10
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers *
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 With tiewrap plates

C 1 1 . 1 0 . 1 6 . 0 1 . P.T P

 Carrier series
 Inner height
 Inner width

 

+

P:  Pivoting
L:  Locking
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C21
C21

C21 micro cable carriers are openable along the 
outer radius, two pieces and small design carriers 
with low weight, making them ideal for highly 

micro cable carriers are optimal for the smallest 
installation spaces, and are available in many 
versions.

Inner height from 15mm to 20mm,
Inner width from 16mm to 50mm

Two-pieces design,
Openable along the outer radius

With tiewrap plates 
are available

Smallest bend 
radius

RoHS

 Low-noise

Openable along the outer radius

CE 

ESD / C21E
EX

Small pitch for low-noise
Smooth running

 Flammability Class 
UL94 HB
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Handling machines
Semi-conductor machines

Pick & place robots
Medical industries
Packaging machines

 
Micro cable carriers, 

openable along the outer 
radius

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C21.15 16-40 24.2-48.2 14.3 19.3 28-48 0.7 P40

C21.20 25-50 36-61 20 25 28-48 0.7 P42

Push and click

Release links

Position and... Press and click
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C21.15.16 16 24.2 14.3 19.3 028 038 048 0.24

C21.15.20 20 28.2 14.3 19.3 028 038 048 0.25

C21.15.30 30 38.2 14.3 19.3 028 038 048 0.28

C21.15.40 40 48.2 14.3 19.3 028 038 048 0.31

 W
ei

gh
t  

[k
g/

m
]

R 028 038 048

H 75 95 115

D 68 78 88

K 130 160 195

HF=H+15mm

Ba

Bi

19
.3

14
.3

D

20 H

S
S/2

R Moving end

Inner height Bi 14.3mm
Link pitch T 20mm

50pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

0.25 0.50 0.75 1.00

0.500 1.00 1.50 2.00

0.25

0.50

0.75

1.00

FLG

FLB

G / FLB  [m]
Travel length S  [m]
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28 28

55 1717

3 3

XX

M

10

C AA

0: 1:  Moving end

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width 
Bi [mm] 

A 
[mm]

X
 [mm]

M 
[mm]

C 
[mm]

 
Number of 
teeth [pcs]

C21.15.16.01.L C21.15.16.01.L.TP C21.15.16.01.P C21.15.16.01.P.TP 16 24.2 8 / 10 2

C21.15.20.01.L C21.15.20.01.L.TP C21.15.20.01.P C21.15.20.01.P.TP 20 28.2 8 / 10 2

C21.15.30.01.L C21.15.30.01.L.TP C21.15.30.01.P C21.15.30.01.P.TP 30 38.2 8 22 20 3

C21.15.40.01.L C21.15.40.01.L.TP C21.15.40.01.P C21.15.40.01.P.TP 40 48.2 8 32 30 4

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

*C21.15
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

3
2

3

*
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 With tiewrap plates
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P:  Pivoting
L:  Locking



: 0
57

3 
84

18
61

33
/8

41
85

52
7

Te
l: 0

08
6 

57
3 

84
18

70
09

w
w

w.
cs

b-
ep

.co
m

sa
le

s@
cs

b-
ep

.co
m

 Online tools and more information  www.csb-ep.com

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C21.20.25 25 36 20 25 028 038 048 0.32

C21.20.38 38 49 20 25 028 038 048 0.40

C21.20.50 50 61 20 25 028 038 048 0.41

 W
ei

gh
t  

[k
g/

m
]

R 028 038 048

H 81 101 121

D 86 96 106

K 150 185 215

HF=H+15mm

0.25 0.50 0.75 1.00

0.500 1.00 1.50 2.00

0.25

0.50

0.75

1.00

G / FLB  [m]
Travel length S  [m]

FLG

FLB

Ba

Bi

2520

D

30.5 H

S
S/2

R Moving end

Inner height Bi 20mm
Link pitch T 30.5mm

33pcs/m
Clearance height HF H+10mm
Carrier length S/2+K
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 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

17 7 7X X

MMA ACBi Bi

10

0:1:  Moving end

4

17 17 17

6.5

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width 
Bi [mm] 

A 
[mm]

X
[mm]

M 
[mm]

C 
[mm]

 
Number of 
teeth [pcs]

C21.20.25.01.L C21.20.25.01.L.TP C21.20.25.01.P C21.20.25.01.P.TP 25 36.3 14 10 20 3

C21.20.38.01.L C21.20.38.01.L.TP C21.20.38.01.P C21.20.38.01.P.TP 38 49.3 14 23 30 4

C21.20.50.01.L C21.20.50.01.L.TP C21.20.50.01.P C21.20.50.01.P.TP 50 61.3 14 35 40 5

*C21.20
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

90

90

90

90

*

W
ith

 ti
ew

ra
p 

pl
at

es

 
Ca

rri
er

 se
rie

s

 
In

ne
r h

ei
gh

t

 
In

ne
r w

id
th  

Be
nd

 ra
di

us  

 
M

ou
nt

in
g 

br
ac

ke
t 

& 
in

st
al

la
tio

n 
ty

pe

 With tiewrap plates

C 2 1 . 2 0 . 2 5 . 0 1 . P.T P

 Carrier series
 Inner height
 Inner width
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P:  Pivoting
L:  Locking
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C31
C31

C31 micro cable carriers are openable along the 
outer radius or inner radius, strong and multi-
opening method design, Suitable for highly dynamic 

cable carriers are optimal for the smallest installation 
spaces, and are available in many versions.

Inner height from 10mm to 20mm,
Inner width from 10mm to 50mm

Two-pieces design, Openable along 
the outer radius or inner radius

With tiewrap plates 
are available

Smallest bend radius

RoHS

 Low-noise

Openable along the outer radius 
or inner radius 

CE 

ESD / C31E
EX

Small pitch for low-noise
Smooth running

 Flammability Class 
UL94 HB
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Handling machines
Semi-conductor machines

Pick & place robots
Medical industries
Packaging machines

 
Micro cable carriers, 

openable along one side

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C31.10 10-30 17.4-37.4 10 15 18-38 0.7 P46

C31.15 16-50 23.8-57.8 15 19.5 28-48 1 P48

C31.20 20-50 36-61 20 25 28-48 1 P50

Push and click

Release links

Position and... Normal

Normal

Optional

Optional

Position and... Press and click

Press and click Press and click
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1.00 1.50 2.00

1.000 2.00 3.00 4.00

0.50

1.00

1.50

2.00

0.50

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C31.10.10 10 17.4 10 15 018 028 038 0.14

C31.10.16 16 23.4 10 15 018 028 038 0.16

C31.10.20 20 27.4 10 15 018 028 038 0.17

C31.10.30 30 37.4 10 15 018 028 038 0.20

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 018 028 038

H 51 71 91

D 56 66 76

K 100 130 160

HF=H+10mm

Ba
Bi

1510

D

20 H

S
S/2

R Moving end

Inner height Bi 10mm
Link pitch T 20mm

50pcs/m
Clearance height HF H+10mm
Carrier length S/2+K

FLG

FLB
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22 22

4415.3 15.3

3.2 3.2

3.4

XX

M
9

C A DA

0: 1:  Moving end

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width 
Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm]

C 
[mm]

D 
[mm]

 
Number of 
teeth [pcs]

C31.10.10.01.L C31.10.10.01.L.TP C31.10.10.01.P C31.10.10.01.P.TP 10 17.4 8 / / 23 1

C31.10.16.01.L C31.10.16.01.L.TP C31.10.16.01.P C31.10.16.01.P.TP 16 23.4 8 / 9 29 2

C31.10.20.01.L C31.10.20.01.L.TP C31.10.20.01.P C31.10.20.01.P.TP 20 27.4 8 / 9 33 2

C31.10.30.01.L C31.10.30.01.L.TP C31.10.30.01.P C31.10.30.01.P.TP 30 37.4 / 22 18 43 3

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

*C31.10
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers
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 With tiewrap plates

C 3 1 . 1 0 . 1 0 . 0 1 . P.T P

 Carrier series
 Inner height
 Inner width
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P:  Pivoting
L:  Locking
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0.50 1.00 1.50 2.00

1.000 2.00 3.00 4.00

0.50

1.00

1.50

2.00

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C31.15.16 16 23.8 15 19.3 028 038 048 0.20

C31.15.20 20 27.8 15 19.3 028 038 048 0.21

C31.15.30 30 37.8 15 19.3 028 038 048 0.24

C31.15.40 40 47.8 15 19.3 028 038 048 0.26

C31.15.50 50 57.8 15 19.3 028 038 048 0.29

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 028 038 048

H 75 95 115

D 68 78 88

K 130 160 195

HF=H+15mm

Ba
Bi

19
.3

15

D

20 H

S
S/2

R Moving end

Inner height Bi 15mm
Link pitch T 20mm

50pcs/m
Clearance height HF H+15mm
Carrier length S/2+KFLG

FLB
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0: 1:  Moving end

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width 
Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm]

C 
[mm]

D 
[mm]

 
Number of 
teeth [pcs]

C31.15.16.01.L C31.15.16.01.L.TP C31.15.16.01.P C31.15.16.01.P.TP 16 23.8 8 / 10 29 2

C31.15.20.01.L C31.15.20.01.L.TP C31.15.20.01.P C31.15.20.01.P.TP 20 27.8 8 / 10 33 2

C31.15.30.01.L C31.15.30.01.L.TP C31.15.30.01.P C31.15.30.01.P.TP 30 37.8 / 22 20 43 3

C31.15.40.01.L C31.15.40.01.L.TP C31.15.40.01.P C31.15.40.01.P.TP 40 47.8 / 32 30 53 4

C31.15.50.01.L C31.15.50.01.L.TP C31.15.50.01.P C31.15.50.01.P.TP 50 57.8 / 42 40 63 5

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

*C31.15
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers
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5515.5 15.5

3.2 3.2

3.4

XX

M
10

C A DA

 With tiewrap plates

C 3 1 . 1 5 . 1 5 . 0 1 . P.T P

 Carrier series
 Inner height
 Inner width

 

+

P:  Pivoting
L:  Locking
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0.50 1.00 1.50 2.00

1.000 2.00 3.00 4.00

0.50

1.00

1.50

2.00

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C31.20.20 20 31 20 25 028 038 048 0.30

C31.20.25 25 36 20 25 028 038 048 0.31

C31.20.38 38 49 20 25 028 038 048 0.32

C31.20.50 50 61 20 25 028 038 048 0.33

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

R 028 038 048

H 81 101 121

D 86 96 106

K 150 185 215

HF=H+20mm

Ba
Bi

2520

D

30.5 H

S
S/2

R Moving end

Inner height Bi 20mm
Link pitch T 30.5mm

33pcs/m
Clearance height HF H+20mm
Carrier length S/2+K

FLG

FLB
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38 38

7721.5 21.5

3.25 3.25

3.4

XX

M

10
.5

C A DA

0: 1:  Moving end

Without tiewrap plates
 Locking

With tiewrap plates
 Locking

Without tiewrap plates
 Pivoting

With tiewrap plates
 Pivoting

Inner width  
Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm]

C 
[mm]

D 
[mm]

 
Number of 
 teeth [pcs]

C31.20.20.01.L C31.20.20.01.L.TP C31.20.20.01.P C31.20.20.01.P.TP 20 31.3 14 5 10.5 36.9 2

C31.20.25.01.L C31.20.25.01.L.TP C31.20.25.01.P C31.20.25.01.P.TP 25 36.3 14 10 21 41.9 3

C31.20.38.01.L C31.20.38.01.L.TP C31.20.38.01.P C31.20.38.01.P.TP 38 49.3 14 23 31.5 54.9 4

C31.20.50.01.L C31.20.50.01.L.TP C31.20.50.01.P C31.20.50.01.P.TP 50 61.3 14 35 42 66.9 5

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

*C31.20
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers
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 With tiewrap plates

C 3 1 . 2 0 . 2 5 . 0 1 . P.T P

 Carrier series
 Inner height
 Inner width
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P:  Pivoting
L:  Locking
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C02

C02 universal cable carriers for a wide range of 
applications, easy and versatile assembly combined 

motion - long cable life and many mounting options.

Inner height from 18mm to 45mm,
Inner width from 38mm to 250mm

High strength and stability 
connection design

With seperators are available

Special design for multiple
opening method

With strain reliefs 
are available

RoHS

Multiple opening methods

CE 

ESD / C02E
EX

 Flammability Class 
UL94 HB
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Printer and plotter
Handling machines

Plastic handling machines
Semi-conductor machines
Glass machines
Limited long travel applications

 
Universal cable carriers

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C02.18 38-125 54-141 18 28 38-150 1.8 P54

C02.25 38-125 54-141 25 35 55-250 2.4 P57

C02.35 50-150 66-194 35 50 63-250 2.8 P60

C02.45 75-175 95-270 45 64 75-300 3.7 P63

Position and...

swiveling crossbar to another side

Push, click and snap in pin

Fast closing by a thumb

Hinged crossbars
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C02.18.035 38 54 18 28 038 048 075 100 125 150 0.68

C02.18.045 48 64 18 28 038 048 075 100 125 150 0.73

C02.18.055 57 73 18 28 038 048 075 100 125 150 0.78

C02.18.065 67 83 18 28 038 048 075 100 125 150 0.83

C02.18.075 77 93 18 28 038 048 075 100 125 150 0.88

C02.18.085 87 103 18 28 038 048 075 100 125 150 0.93

C02.18.100 103 119 18 28 038 048 075 100 125 150 1.00

C02.18.125 125 141 18 28 038 048 075 100 125 150 1.13

0

0.5

1.0

1.5

2.0
4.0
6.0
8.0
10

20

0 1.0 2.0 3.0

0 2.0 4.0 6.0

 W
ei

gh
t  

[k
g/

m
]
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No
n-

op
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le

G / FLB  [m]
Travel length S  [m]

Ba

18
18

18
18

28
28

28
28

Ba

Ba

Ba

Bi

Bi

Bi

Bi

D

R

40

H

S
S/2

Moving end

FLG

FLB

Inner height Bi 18mm
Link pitch T 40mm

25pcs/m
Clearance height HF H+18mm
Carrier length S/2+K
, P84. 
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R 038 048 075 100 125 150

H 104 124 175 228 278 328

D 88 101 130 153 179 204

K 200 230 315 395 473 551

HF=H+25mm

C 0 2 . 1 8 . 0 5 5 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C

 Tiewrap elements

 
40

15

6.112/90

40
X X

AMM 8

0: 1:  Moving end

+

P:  Pivoting
L:  Locking

  
Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C02.18.035.01.L.C.TE C02.18.035.01.P.C.TE 38 54 9 24.5 4

C02.18.045.01.L.C.TE C02.18.045.01.P.C.TE 48 64 9 34.5 5

C02.18.055.01.L.C.TE C02.18.055.01.P.C.TE 57 73 9 43.5 6

C02.18.065.01.L.C.TE C02.18.065.01.P.C.TE 67 81 9 53.5 7

C02.18.075.01.L.C.TE C02.18.075.01.P.C.TE 77 93 9 63.5 9

C02.18.085.01.L.C.TE C02.18.085.01.P.C.TE 87 101 9 73.5 10

C02.18.100.01.L.C.TE C02.18.100.01.P.C.TE 103 119 9 89.5 12

C02.18.125.01.L.C.TE C02.18.125.01.P.C.TE 125 141 9 111.5 14

*C02.18
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

90

90

90

90
27

27

27

27

*

S
*S-shaped Standing
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C02 C
* Product information: P94

C02  Tiewrap elements
* Product information: P96* Product information: P88

* Product information: P92

C02  

 
Horizontal separators

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

2.5

8

3

NC
SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C02.25.035 38 54 25 35 055 075 100 125 150 175 200 225 250 0.81

C02.25.045 48 64 25 35 055 075 100 125 150 175 200 225 250 0.86

C02.25.055 57 72 25 35 055 075 100 125 150 175 200 225 250 0.91

C02.25.065 67 83 25 35 055 075 100 125 150 175 200 225 250 0.96

C02.25.075 77 93 25 35 055 075 100 125 150 175 200 225 250 1.01

C02.25.085 87 103 25 35 055 075 100 125 150 175 200 225 250 1.06

C02.25.100 103 119 25 35 055 075 100 125 150 175 200 225 250 1.13

C02.25.125 125 141 25 35 055 075 100 125 150 175 200 225 250 1.22

0
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20
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G / FLB  [m]
Travel length S  [m]

Ba

25
25

25
25

35
35

35
35

Ba

Ba

Ba

Bi

Bi

Bi

Bi

D

R

46

H

S
S/2

Moving end

FLG

FLB

Inner height Bi 25mm
Link pitch T 46mm

22pcs/m
Clearance height HF H+25mm
Carrier length S/2+K
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R 055 075 100 125 150 175 200 225 250

H 145 185 235 285 335 385 435 485 535

D 142 162 187 212 237 262 287 312 337

K 265 330 410 485 565 645 725 800 880

HF=H+25mm

40

15

6.112/90

40
X X

AMM 8

0: 1:  Moving end

  
Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C02.25.035.01.L.C.TE C02.25.035.01.P.C.TE 38 55 10 25 4

C02.25.045.01.L.C.TE C02.25.045.01.P.C.TE 48 65 10 35 5

C02.25.055.01.L.C.TE C02.25.055.01.P.C.TE 57 74 10 44 7

C02.25.065.01.L.C.TE C02.25.065.01.P.C.TE 67 82 10 52 8

C02.25.075.01.L.C.TE C02.25.075.01.P.C.TE 77 94 10 64 9

C02.25.085.01.L.C.TE C02.25.085.01.P.C.TE 87 102 10 72 10

C02.25.100.01.L.C.TE C02.25.100.01.P.C.TE 103 120 10 90 12

C02.25.125.01.L.C.TE C02.25.125.01.P.C.TE 125 142 10 112 15

*C02.25
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

90

90

90

90
48

48

48

48

*

S
*S-shaped Standing

C 0 2 . 2 5 . 0 5 5 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C

 Tiewrap elements

 

+

P:  Pivoting
L:  Locking



: 0
57

3 
84

18
61

33
/8

41
85

52
7

Te
l: 0

08
6 

57
3 

84
18

70
09

w
w

w.
cs

b-
ep

.co
m

sa
le

s@
cs

b-
ep

.co
m

3D-CAD  cad.csb-ep.com

C02 C
* Product information: P94

C02  Tiewrap elements
* Product information: P96* Product information: P88

* Product information: P92

C02  

 
Horizontal separators

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

2.5

8

3

NC
SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C02.35.050 50 66 35 50 063 075 100 125 150 175 200 250 1.17

C02.35.060 60 76 35 50 063 075 100 125 150 175 200 250 1.25

C02.35.075 75 91 35 50 063 075 100 125 150 175 200 250 1.3

C02.35.100 100 116 35 50 063 075 100 125 150 175 200 250 1.39

C02.35.125 125 141 35 50 063 075 100 125 150 175 200 250 1.48

C02.35.150 150 166 35 50 063 075 100 125 150 175 200 250 1.62

Ba

35
35

35
35

50
50

50
50

Ba

Ba

Ba

Bi

Bi

Bi

Bi

Inner height Bi 35mm
Link pitch T 56mm

18pcs/m
Clearance height HF H+35mm
Carrier length S/2+K

D

R

56

H

S
S/2

Moving end
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[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB
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HF=H+25mm

54

15

6.116/90

54
X X

AMM 8

0:1:  Moving end

R 063 075 100 125 150 175 200 250

H 176 200 250 300 350 400 450 550

D 172 184 209 234 259 284 309 359

K 310 350 430 505 585 665 745 900

  
Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C02.35.050.01.L.C.TE C02.35.050.01.P.C.TE 50 68 17 30 5

C02.35.060.01.L.C.TE C02.35.060.01.P.C.TE 60 78 17 40 6

C02.35.075.01.L.C.TE C02.35.075.01.P.C.TE 75 93 17 55 8

C02.35.100.01.L.C.TE C02.35.100.01.P.C.TE 100 116 17 80 11

C02.35.125.01.L.C.TE C02.35.125.01.P.C.TE 125 143 17 105 14

C02.35.150.01.L.C.TE C02.35.150.01.P.C.TE 150 168 17 130 17

*C02.35
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

90
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90
48

48

48

48

*

S
*S-shaped Standing

C 0 2 . 3 5 . 0 5 0 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C

 Tiewrap elements

 

+

P:  Pivoting
L:  Locking
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C02 C
* Product information: P94

C02  Tiewrap elements
* Product information: P96* Product information: P88

* Product information: P92

C02  

 
Horizontal separators

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

3

10

3

* Product information: P101

NC
SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole

 
Ca

rri
er

 se
rie

s

 
In

ne
r h

ei
gh

t

 
In

ne
r w

id
th  

Be
nd

 ra
di

us  

Op
en

 d
ire

ct
io

n

Ho
riz

on
ta

l
se

pa
ra

to
rs

Ti
ew

ra
p 

el
em

en
ts

W
ith

ou
t c

am
be

r

se
pa

ra
to

rs

 
M

ou
nt

in
g 

br
ac

ke
t 

& 
in

st
al

la
tio

n 
ty

pe



: 0
57

3 
84

18
61

33
/8

41
85

52
7

Te
l: 0

08
6 

57
3 

84
18

70
09

w
w

w.
cs

b-
ep

.co
m

sa
le

s@
cs

b-
ep

.co
m

3D-CAD  cad.csb-ep.com

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C02.45.075 75 95 45 64 075 100 125 150 200 250 300 1.79

C02.45.080 80 100 45 64 075 100 125 150 200 250 300 1.84

C02.45.100 100 120 45 64 075 100 125 150 200 250 300 1.93

C02.45.125 125 145 45 64 075 100 125 150 200 250 300 2.03

C02.45.150 150 170 45 64 075 100 125 150 200 250 300 2.17

C02.45.175 175 195 45 64 075 100 125 150 200 250 300 2.28

 W
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t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB

D

R

6 7

H

S
S/2

Moving end

Ba

45
45

45
45

64
64

64
64

Ba

Ba

Ba

Bi

Bi

Bi

Bi

Inner height Bi 45mm
Link pitch T 67mm

15pcs/m
Clearance height HF H+40mm
Carrier length S/2+K
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R 075 100 125 150 200 250 300

H 214 264 314 364 464 564 664

D 208 233 258 283 333 383 433

K 370 450 530 610 765 920 1080

60

15

6.116/90

60
X X

AMM 8

HF=H+25mm

0:1:  Moving end

*C02.45
*A1|A2|A3|A4  Please indicate installation code for pre-assembled carriers

90

90

90

9053

53

53

53

  
Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C02.45.075.01.L.C.TE C02.45.075.01.P.C.TE 75 95 20 53 8

C02.45.080.01.L.C.TE C02.45.080.01.P.C.TE 80 100 20 58 9

C02.45.100.01.L.C.TE C02.45.100.01.P.C.TE 100 120 20 78 11

C02.45.125.01.L.C.TE C02.45.125.01.P.C.TE 125 145 20 103 14

C02.45.150.01.L.C.TE C02.45.150.01.P.C.TE 150 170 20 128 17

C02.45.175.01.L.C.TE C02.45.175.01.P.C.TE 175 195 20 153 21

*

S
*S-shaped Standing

C 0 2 . 4 5 . 0 7 5 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C

 Tiewrap elements

 

+

P:  Pivoting
L:  Locking
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C02 C
* Product information: P94

* Product information: P101

C02  Tiewrap elements
* Product information: P96* Product information: P88

* Product information: P92

C02  

 
Horizontal separators

 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

3

10

3

NC
SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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C03
DURAMOV®

C03

C03 high load cable carriers combines all the 
advantages of the previous versions and is the best 
DURAMOV® carriers in the product range. C03 cable 
carriers is stronger whilst having the same or even 
smaller dimensions than previous versions. You can 

cable carriers whilst reducing cost.

Inner height from 32mm to 80mm
Inner width from 50mm to 250mm

High strength and stability 
connection design

With seperators are available

Openable from both sides

With strain reliefs or 
cable clamps

Sliding pads for 
draging application

RoHS

Openable from both sides

CE 

ESD / C03E
EX

 Flammability Class 
UL94 HB
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Lift plats & cranes
General mechanical 
Handling machines 
Refrigeration engineering

Woodworking machines 
Stone cutting machines
Long travel and sliding applications

 
High load cable carriers

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C03.32 50-200 73-223 32 54 63-300 3.0 P68

C03.42 50-200 76-226 42 64 75-350 4.2 P71

C03.56 100-300 134-334 56 84 135-400 5.0 P74

C03.80 100-300 148-298 80 108 150-500 5.8 P77

Line up two inner side links side by side.
Attach an outer side link between

Press crossbar and snap in place

Push, click and snap in pin

action, release the crossbars

-
Assemble crossbars - push down and snap from
one side
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D S

H

32 54

R
56

S/2

Bi
Ba

Moving end

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.32.050 50 73 32 54 063 075 100 125 150 175 200 220 250 300 1.57

C03.32.075 75 98 32 54 063 075 100 125 150 175 200 220 250 300 1.73

C03.32.100 100 123 32 54 063 075 100 125 150 175 200 220 250 300 1.88

C03.32.125 125 148 32 54 063 075 100 125 150 175 200 220 250 300 2.06

C03.32.150 150 173 32 54 063 075 100 125 150 175 200 220 250 300 2.21

C03.32.175 175 198 32 54 063 075 100 125 150 175 200 220 250 300 2.34

C03.32.200 200 223 32 54 063 075 100 125 150 175 200 220 250 300 2.51

Inner height Bi 32mm
Link pitch T 56mm

18pcs/m
Clearance height HF H+40mm
Carrier length S/2+K

*

, P84. 
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R 063 075 100 125 150 175 200 220 250 300

H 180 204 254 301 354 404 454 494 554 654

D 174 186 211 236 261 286 311 331 361 411

K 310 350 430 505 585 665 745 805 900 1055

HF=H+40mm

  
Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C03.32.050.01.L.C.TE C03.32.050.01.P.C.TE 50 77 12.5 64 3

C03.32.075.01.L.C.TE C03.32.075.01.P.C.TE 75 102 12.5 89 4

C03.32.100.01.L.C.TE C03.32.100.01.P.C.TE 100 127 12.5 114 6

C03.32.125.01.L.C.TE C03.32.125.01.P.C.TE 125 152 12.5 139 8

C03.32.150.01.L.C.TE C03.32.150.01.P.C.TE 150 177 12.5 164 10

C03.32.175.01.L.C.TE C03.32.175.01.P.C.TE 175 202 12.5 189 11

C03.32.200.01.L.C.TE C03.32.200.01.P.C.TE 200 227 12.5 214 13

M MA

X

X22.5 22

73

73
5.5

22.5

0: 1:  Moving end

*C03.32
* A1 A2 
Depending on the number of links is odd or even. A1 for odd-numbered links and A2 
for even-numbered links.

30

30

Pivoting angle depends on radius

2

4

6

8

1
3

5

7 9

2

4

6

8 10

1
3

5

7 9

*

S
*S-shaped Standing

C 0 3 . 3 2 . 0 5 0 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C

 Tiewrap elements

 

+

P:  Pivoting
L:  Locking
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C03 C
* Product information: P95

 Cable clamp
* Product information: P97

C03  Sliding pads for cable carriers
* Product information: P91

C03  Tiewrap elements
* Product information: P96* Product information: P89

* Product information: P92

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

3

8

4

BL01  Brackets
* Product information: P11

BL01  Bellows
* Product information: P98
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.42.050 50 76 42 64 075 100 125 150 175 200 250 300 350 1.92

C03.42.075 75 101 42 64 075 100 125 150 175 200 250 300 350 2.05

C03.42.100 100 126 42 64 075 100 125 150 175 200 250 300 350 2.18

C03.42.125 125 151 42 64 075 100 125 150 175 200 250 300 350 2.34

C03.42.150 150 176 42 64 075 100 125 150 175 200 250 300 350 2.46

C03.42.175 175 201 42 64 075 100 125 150 175 200 250 300 350 2.55

C03.42.200 200 226 42 64 075 100 125 150 175 200 250 300 350 2.71

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG

FLB D S

H

42 64

R
67

S/2

Bi
Ba

Moving end

Inner height Bi 42mm
Link pitch T 67mm

15pcs/m
Clearance height HF H+40mm
Carrier length S/2+K

*

, P84. 
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Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C03.42.050.01.L.C.TE C03.42.050.01.P.C.TE 50 77 15 66 3

C03.42.075.01.L.C.TE C03.42.075.01.P.C.TE 75 102 15 91 4

C03.42.100.01.L.C.TE C03.42.100.01.P.C.TE 100 127 15 116 6

C03.42.125.01.L.C.TE C03.42.125.01.P.C.TE 125 152 15 141 8

C03.42.150.01.L.C.TE C03.42.150.01.P.C.TE 150 177 15 166 10

C03.42.175.01.L.C.TE C03.42.175.01.P.C.TE 175 202 15 191 11

C03.42.200.01.L.C.TE C03.42.200.01.P.C.TE 200 227 15 216 13

R 075 100 125 150 175 200 250 300 350

H 214 264 314 364 414 464 564 664 764

D 208 233 258 283 308 333 383 433 483

K 370 450 530 610 685 765 920 1080 1235

HF=H+40mm
M MA

X

X

22.5

22.5 22

82

82
6.4

0: 1:  Moving end

S
*S-shaped Standing

*C03.42
* A1 A2 
Depending on the number of links is odd or even. A1 for odd-numbered links and A2 
for even-numbered links.

30

30

Pivoting angle depends on radius

2

4

6

8

1
3

5

7 9

2

4

6

8 10

1
3

5

7 9

*

C 0 3 . 4 2 . 0 5 0 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C
 Tiewrap elements

 

+

P:  Pivoting
L:  Locking
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* Product information: P89

* Product information: P90

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

3

10

4

C03 C
* Product information: P95

 Cable clamp
* Product information: P97

C03  Sliding pads for cable carriers
* Product information: P91

C03  Tiewrap elements
* Product information: P96
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole

BL01  Brackets
* Product information: P101

BL01  Bellows
* Product information: P98
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 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG
FLB

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.56.100 100 134 56 84 135 150 175 200 250 300 350 400 3.66

C03.56.125 125 159 56 84 135 150 175 200 250 300 350 400 3.82

C03.56.150 150 184 56 84 135 150 175 200 250 300 350 400 4.00

C03.56.175 175 209 56 84 135 150 175 200 250 300 350 400 4.25

C03.56.200 200 234 56 84 135 150 175 200 250 300 350 400 4.41

C03.56.225 225 259 56 84 135 150 175 200 250 300 350 400 4.55

C03.56.250 250 284 56 84 135 150 175 200 250 300 350 400 4.77

C03.56.275 275 309 56 84 135 150 175 200 250 300 350 400 4.96

C03.56.300 300 334 56 84 135 150 175 200 250 300 350 400 5.17

D S

H

56 84

R
91

S/2

Bi
Ba

Moving end

Inner height Bi 56mm
Link pitch T 91mm

11pcs/m
Clearance height HF H+50mm
Carrier length S/2+K

*

, P84. 
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Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C03.56.100.01.P.C.TE C03.56.100.01.L.C.TE 100 141 20 123 6

C03.56.125.01.P.C.TE C03.56.125.01.L.C.TE 125 166 20 148 8

C03.56.150.01.P.C.TE C03.56.150.01.L.C.TE 150 191 20 173 10

C03.56.175.01.P.C.TE C03.56.175.01.L.C.TE 175 216 20 198 11

C03.56.200.01.P.C.TE C03.56.200.01.L.C.TE 200 241 20 223 13

C03.56.225.01.P.C.TE C03.56.225.01.L.C.TE 225 266 20 248 15

C03.56.250.01.P.C.TE C03.56.250.01.L.C.TE 250 291 20 273 16

C03.56.275.01.P.C.TE C03.56.275.01.L.C.TE 275 316 20 298 18

C03.56.300.01.P.C.TE C03.56.300.01.L.C.TE 300 341 20 323 20

M MA

X

X

35

35 45

125

125
9

R 135 150 175 200 250 300 350 400

H 354 384 434 484 584 684 784 884

D 314 329 354 379 429 479 529 579

K 610 655 735 815 970 1125 1285 1440

HF=H+40mm

0: 1:  Moving end

S
*S-shaped Standing

*C03.56
* A1 A2 
Depending on the number of links is odd or even. A1 for odd-numbered links and A2 
for even-numbered links.

30

30

Pivoting angle depends on radius

2

4

6

8

1
3

5

7 9

2

4

6

8 10

1
3

5

7 9

*

*

C 0 3 . 5 6 . 1 0 0 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C
 Tiewrap elements

 

+

P:  Pivoting
L:  Locking
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* Product information: P89

* Product information: P92

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

4

12

4

C03 C
* Product information: P95

 Cable clamp
* Product information: P97

BL01  Brackets
* Product information: P101

C03  Sliding pads for cable carriers
* Product information: P91

BL01  Bellows
* Product information: P98

C03  Tiewrap elements
* Product information: P96
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C03.80.100 100 148 80 108 150 200 250 300 350 400 450 500 8.42

C03.80.125 125 173 80 108 150 200 250 300 350 400 450 500 8.67

C03.80.150 150 198 80 108 150 200 250 300 350 400 450 500 8.92

C03.80.175 175 223 80 108 150 200 250 300 350 400 450 500 9.17

C03.80.200 200 248 80 108 150 200 250 300 350 400 450 500 9.42

C03.80.225 225 273 80 108 150 200 250 300 350 400 450 500 9.67

C03.80.250 250 298 80 108 150 200 250 300 350 400 450 500 9.92

C03.80.275 275 323 80 108 150 200 250 300 350 400 450 500 10.17

C03.80.300 300 348 80 108 150 200 250 300 350 400 450 500 10.42
*

 W
ei

gh
t  

[k
g/

m
]

G / FLB  [m]
Travel length S  [m]

FLG
FLB

D S

H

80 10
8

R
111

S/2

Bi
Ba

Moving end

Inner height Bi 80mm
Link pitch T 111mm

9pcs/m
Clearance height HF H+60mm
Carrier length S/2+K

, P84. 
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Inner width Bi [mm] 

A 
[mm]

X 
[mm]

M 
[mm] Tiewrap elements [pcs]

C03.80.100.01.L.C.TE C03.80.100.01.P.C.TE 100 148 21 128 6

C03.80.125.01.L.C.TE C03.80.125.01.P.C.TE 125 173 21 153 8

C03.80.150.01.L.C.TE C03.80.150.01.P.C.TE 150 198 21 178 10

C03.80.175.01.L.C.TE C03.80.175.01.P.C.TE 175 223 21 203 11

C03.80.200.01.L.C.TE C03.80.200.01.P.C.TE 200 248 21 228 13

C03.80.225.01.L.C.TE C03.80.225.01.P.C.TE 225 273 21 253 15

C03.80.250.01.L.C.TE C03.80.250.01.P.C.TE 250 298 21 278 16

C03.80.275.01.L.C.TE C03.80.275.01.P.C.TE 275 323 21 303 18

C03.80.300.01.L.C.TE C03.80.300.01.P.C.TE 300 348 21 328 20

M MA

X

X

35

35 45

126

126
9

R 150 200 250 300 350 400 450 500

H 408 508 608 708 808 908 1008 1108

D 445 495 545 595 645 695 745 795

K 693 850 1007 1164 1321 1479 1635 1793

HF=H+40mm

0: 1:  Moving end

S
*S-shaped Standing

*C03.80
* A1 A2 
Depending on the number of links is odd or even. A1 for odd-numbered links and A2 
for even-numbered links.

30

30

Pivoting angle depends on radius

2
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8

1
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7 9
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*

*

C 0 3 . 8 0 . 1 0 0 . 0 1 . P.C .T E

 Carrier series
 Inner height
 Inner width

C

 Tiewrap elements

 

+

P:  Pivoting
L:  Locking
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* Product information: P89

* Product information: P92

C03  

 
Horizontal separators

 Sliding length

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

L

4

10

4

C03 C
* Product information: P95

 Cable clamp
* Product information: P97

C03  Sliding pads for cable carriers
* Product information: P91

C03  Tiewrap elements
* Product information: P96

BL01  Brackets
* Product information: P101

BL01  Bellows
* Product information: P98
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SV0203: 2pcs 3pcs
SH01: 1pc  Horizontal separator 1pc installed in the middle hole
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C04

suitable, the special elastic structure design for 
rotation connection dliminates the impact noise 
in the movement, making them ideal for highly 
dynamic and cleanroom applications.

46dB V=1.8m/s
CSB CSB lab test

Carrier: C04.28.050.055

Inner height 32mm
Inner width from 30mm to 60mm

Crossbars removable along
the inner and outer radius

Elastic connection for non-noise 

RoHS

 Low-noise

Openable from both sides

CE  Compliance European

Small pitch for low-noise

 Flammability Class 
UL94 HB
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Quiet cable carriers, 

light and cleanroom suitable

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm] length [m] Page

C04.28 30-60 46-76 28 35 55-150 1.0 P82

Cleanroom applications
Printing machines 
Handling & robots 
Measuring machines 
Semi-conductor industries 
Medical industries 
Electronic industries 

-
Assemble crossbars - push down and snap from
one side

Line up two inner side links side by side.
Attach an outer side link between

Press crossbar and snap in place

Push, click and snap in pin

action, release the crossbars
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 W
ei

gh
t  

[k
g/

m
]

R 055 075 100 150

H 180 220 270 370

D 108 128 153 203

K 220 280 360 520

HF=H+15mm

Ba
Bi

3528

D

22

H

S
S/2

R
Moving end0.75

0.75 1.50 2.25 3.00

1.500 3.00 4.50 6.00

1.50

2.25

3.00

3.75

4.50

5.25

6.00

G / FLB  [m]
Travel length S  [m]

FLG

FLB

 
 Bi  Ba  Hi  Ha  R

Inner width
 [mm]

Outer width 
[mm]

Inner height 
[mm]

Outer height 
[mm]

 Bend radius
[mm]

Weight
[kg/m]

C04.28.30 30 46 28 35 055 075 100 150 0.73

C04.28.40 40 56 28 35 055 075 100 150 0.75

C04.28.50 50 66 28 35 055 075 100 150 0.78

C04.28.60 60 76 28 35 055 075 100 150 0.80

Inner height Bi 28mm
Link pitch T 22mm

46pcs/m
Clearance height HF H+40mm
Carrier length S/2+K
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 Sliding length  Inapplicable

/  Speed / acceleration FLG

/  Speed / acceleration FLB

/  Sliding speed / acceleration  Inapplicable

 Permitted temperature -40  ~120

 Flammability Class UL94 HB

 
Inner width Bi [mm] A [mm] X [mm] M [mm]

C04.28.30.0/1 30 57.5 10 40

C04.28.40.0/1 40 67.5 10 50

C04.28.50.0/1 50 77.5 10 60

C04.28.60.0/1 60 87.5 10 70

C 0 4 . 2 8 . 3 0 . 0

 Carrier series
 Inner height
 Inner width

 

27 N*22
X

MA

0: 1:  Moving end
27

X

M A 0: 
1:  Moving end

* Product information: P90

C04  

2.5

8
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SV0203: 2pcs 3pcs
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*

 

Ha

HR
a

 

Bi

Lc = Bi+125

Ba

HR
i 

Ha

BRi = Ba+5  
BRa

20

A1

24

38

A2

H2

H1

B
4

d1 ø11

18

40 x 4 

Gu
id

e 
tr

ou
gh

s

Cable carrier
 B

[mm]
d1

[mm]
A1

[mm]
A2

[mm]
   H1

[mm]
H2

[mm]
HRa

[mm]

C02.18
C02.25 GT035070.2000.GS 2 9 12 26 20 35 70

C02.35 GT050100.2000.GS 2 11 15 35 20 50 100

C03.32 GT054130.2000.GS 2 11 15 35 20 54 130

C02.45
C03.42 GT064130.2000.GS 2 11 15 35 30 64 130

C03.56 GT084170.2000.GS 2 11 20 50 30 84 170

C03.80 GT108220.2000.GS 2.5 14 20 50 30 108 220

C

Cbale carriers
DURAMOV® C02 and C03

Standard length: 2m section
 Clamping brackets

 Glide bars
Standard length: 2m section

C
The length according to Lc

Two piece design, adjustable to the width according the cable carriers
Available in galvanised steel and stainless steel
Available with plastic glide bar in guide trough

1

2

3

4

5
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G T 0 3 5 0 7 0 . 2 0 0 0 .G S .G B .C B 1 7 5 . S N

+ +C
Standard: GS- Galvanized Steel, optional: ES- 304 stainless steel

optional: Glide bar

 Standard section length: 2m
 Steel guide trough series

optional: C

*CB.HD.000.GS 000 = Bi+125

optional: Screw and nut set

 

 

Clamping bracket Glide bar C

 
Quantity
[pcs/set]

Weight
[kg/set]

 
Quantity
[pcs/set]

Weight
[kg/set]

 
Quantity
[pcs/set]

Weight
[kg/set]

 
Quantity
[pcs/set]

GT035070.2000.GS SP035070.2000.GS 1 3.75 CL035070.GS 1 0.12 GB020.2000 1 0.75 CB.HD.000.GS 1

GT050100.2000.GS SP050100.2000.GS 1 4.95 CL050100.GS 1 0.16 GB020.2000 1 0.75 CB.HD.000.GS 1

GT054130.2000.GS SP054130.2000.GS 1 5.90 CL054130.GS 1 0.20 GB020.2000 1 0.75 CB.HD.000.GS 1

GT064130.2000.GS SP064130.2000.GS 1 5.90 CL064130.GS 1 0.20 GB030.2000 1 1.70 CB.HD.000.GS 1

GT084170.2000.GS SP084170.2000.GS 1 7.65 CL084170.GS 1 0.25 GB030.2000 1 1.70 CB.HD.000.GS 1

GT108220.2000.GS SP108220.2000.GS 1 11.45 CL108220.GS 1 0.31 GB030.2000 1 1.70 CB.HD.000.GS 1

 Clamping bracket
 Per section

Glide bar
 Per section

C
 Per section

GT035070.2000.GS
Countersunk-head screw 

M6 14, 4 pcs

M6, 4 pcs

M10 35, 22 pcs

M10, 22 pcs

M10 16, 2 pcs
T  T-nut 
M10, 2 pcs

GT050100.2000.GS

GT054130.2000.GS

GT064130.2000.GS
Countersunk-head screw

M6 14, 4 pcs

M6, 4 pcs

M10 45, 22 pcs

M10, 22 pcs

M10 16, 2 pcs
T  T-nut 
M10, 2 pcs

GT084170.2000.GS

GT108220.2000.GS
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Gu
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R 63 75 100 125 150 175 200 250

H2 130 150 166 166 166 166 166 166

D2
+25 140 150 350 475 500 655 770 950

K2 335 375 616 784 896 1120 1288 1624

- - 144 244 244 374 464 594

R 75 100 125 150 200 250 300

H2 150 200 186 186 186 186 186

D2
+25 208 233 475 570 780 1010 1150

K2 370 450 804 1005 1340 1675 1943

- - 233 303 463 643 733

R 38 48 75 100 125 150

H2 76 96 150 100 100 100

D2
+25 102 112 139 340 495 540

K2 190 220 305 600 800 940

- - - 179 305 340

R 55 75 100 125 150 175 200 225 250

H2 110 150 100 100 100 100 100 100 100

D2
+25 142 162 380 440 590 755 950 1040 1130

K2 265 330 644 736 1012 1242 1472 1610 1794

- - 204 244 364 504 674 754 804

S/ 2
S

D 2

K 2

S/ 2

H
Ri

H
2 R

Moving end Fixed end

xed end

Guide trough without glide barGuide trough with glide bar

Total length of guide trough

* For center mount applications: Chain length = S/2 +K2
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R 135 150 175 200 250 300 350 400

H2 270 266 266 266 266 266 266 266

D2
+25 268 450 580 710 980 1180 1440 1850

K2 610 819 1092 1274 1638 2002 2275 2548

- 159 259 359 559 709 905 959

R 150 200 250 300 350 400 500

H2 242 242 242 242 242 242 242

D2
+25 550 800 1000 1200 1450 1600 2100

K2 890 1330 1665 2000 2330 2660 3440

189 389 539 689 889 989 1389

R 63 75 100 125 150 175 200 225 250 300

H2 126 150 166 166 166 166 166 166 166 166

D2
+25 146 158 370 470 500 655 770 900 930 1100

K2 310 350 6116 784 896 1120 1288 1456 1568 1904

- - 160 210 240 3700 460 540 570 690

R 75 100 125 150 175 200 250 300 350

H2 150 200 186 186 186 186 186 186 186

D2
+25 174 199 475 570 670 780 1030 1150 1500

K2 370 450 804 938 1139 1340 1675 1943 2412

- - 230 300 380 460 660 730 1030

Gu
id

e 
tr

ou
gh

s
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C02

The separator separates inside space of the carrier to protect 
cables, oil hoses, gas hoses, etc.

Quickly and easily installation

  H
 0

X 
[mm]

V 
[mm]

C 
[mm]

D 
[mm]

U 
[mm]

B 
[mm]

-0.25 

 [mm]  

SV.C02.18 SV.C02E.18 18 12 / 2.5 8 3 20

SV.C02.25 SV.C02E.25 25 12 / 2.5 8 3 20

SV.C02.35 SV.C02E.35 35 12 14.6 3 10 3 20

SV.C02.45 SV.C02E.45 45 12 18 3 10 3 22

S V.C 0 2 . 2 5

 Separator series
 Carrier type
 Inner Height

 

Move freely along the crossbar

X

U

H

B D

C

X

V

U

H

B D

C

SV.C02.18/25 SV.C02.35/45
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The separator separates inside space of the carrier to protect 
cables, oil hoses, gas hoses, etc.

Quickly and easily installation

 
H

 0 X [mm] V [mm] C [mm] D [mm] U [mm] B [mm]-0.25  
[mm]

SV.C03.32 32 12 / 3 8 3 26

SV.C03.42 42 12 17 3 10 3 26

SV.C03.56 56 15 22.7 4 12 4 30

SV.C03.80 80 15 40 4 10 4 30

S V.C 0 3 . 3 2

 Separator series
 Carrier type
 Inner Height

 

Move freely along the crossbar

X

B D

C

U

H

X

B D

CUV H

SV.C03.32 SV.C03.42/56/80
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C04

The separator separates inside space of the carrier to protect 
cables, oil hoses, gas hoses, etc.

Quickly and easily installation

 
H

 0 C [mm] D [mm] B [mm]-0.25  
[mm]

 

SV.C04.28 28 2.5 8 10

S V.C 0 4 . 2 8

 Separator series
 Carrier type
 Inner Height

 

B D

CH

Move freely along the crossbar
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C03

Used for C03 cable carriers long stroke protection
Made of friction-optimized wear-resistant composite plastic

Supplied as a individual component

Removable and easy 
to install

Without sliding pads Assembled sliding pads

  
Suitable for carriers

B 
[mm]

H 
[mm]

T1

 [mm]
T2 

[mm]
 Weight
[g]

SP.C03.3242 C03.32 / C03.42 37 25 2 7.5 3.5

SP.C03.5680 C03.56 / C03.80 53 36 2 8 7

S P.C 0 3 . 3 2 4 2

 Sliding pads series
 Carrier type

Code

 

SP.C03.3242 SP.C03.5680

H
T 1 T 1T 2 T 2

H

B B
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C03.42 C03.56 3

Horizontal separators are available for many diameter cable 
applications

freely in the horizontal direction

 L
[mm]

W
[mm]

T
[mm]

 Weight
[g]

SH.03.12.038 38 12 3 2.5

SH.03.12.048 48 12 3 3.2

SH.03.12.050 50 12 3 3.3

SH.03.12.057 57 12 3 3.8

SH.03.12.060 60 12 3 4.0

SH.03.12.067 67 12 3 4.5

SH.03.12.075 75 12 3 5.0

SH.03.12.077 77 12 3 5.1

SH.03.12.080 80 12 3 5.3

SH.03.12.087 87 12 3 5.8

SH.03.12.100 100 12 3 6.6

SH.03.12.103 103 12 3 6.8

SH.03.12.125 125 12 3 8.3

SH.03.12.150 150 12 3 9.9

SH.03.12.175 175 12 3 11.6

SH.03.12.200 200 12 3 13.2

SH.04.15.100 100 15 4 11.0

SH.04.15.125 125 15 4 13.8

SH.04.15.150 150 15 4 16.6

SH.04.15.175 175 15 4 19.3

SH.04.15.200 200 15 4 22.1

SH.04.15.225 225 15 4 24.9

SH.04.15.250 250 15 4 27.6

S H . 0 3 . 1 2 . 0 0 0

 Separator series

 

W

L T
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Inner height
[mm]

Outer height
[mm] Bellows Brackets

 
Bellows outer diameter

[mm]

C02.35 35 50
AD13.0

 to
AD25.0

VHB-AD13.0
 to

VHB-AD25.0

C02.45 45 64
AD13.0

 to
AD28.5

VHB-AD13.0
 to

VHB-AD28.5

C03.32 32 54
AD13.0

 to
AD21.2

VHB-AD13.0
 to

VHB-AD21.2

C03.42 42 64
AD13.0

 to
AD28.5

VHB-AD13.0
 to

VHB-AD28.5

C03.56 56 84
AD13.0

 to
AD42.5

VHB-AD13.0
 to

VHB-AD42.5

C03.80 80 108
AD13.0

 to
AD54.5

VHB-AD13.0
 to

VHB-AD54.5

Plastic cable carriers Horizontal separators [pcs/link]

C02

Universal cable carriers

C02.18 SH.03.12.000 1

C02.25 SH.03.12.000 1

C02.35 SH.03.12.000 1

C02.45 SH.03.12.000 2

C02E

ESD cable carriers

C02E.18 SH.03.12.000 1

C02E.25 SH.03.12.000 1

C02E.35 SH.03.12.000 1

C02E.45 SH.03.12.000 2

C03

High load cable carriers

C03.32 SH.03.12.000 1

C03.42 SH.03.12.000 2

C03.56 SH.04.15.000 3

C03.80 SH.04.15.000 3

 Bellows

 Brackets

 Connectors

* Product information: P86-P91
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C B .C 0 2 . 0 3 8 . A L

 Bracket series
 Carrier series
 Inner width

 Materials: Aluminum

 

10.6

17

8 X

L

5.5
3.5

The tiewrap elements can move within the guide slot

Tiewrap elements

C

 
[mm] [mm]

L
[mm]

CB.C02.038.AL 8 10 38

CB.C02.048.AL 8 10 48

CB.C02.050.AL 8 10 50

CB.C02.057.AL 8 10 57

CB.C02.060.AL 8 10 60

CB.C02.067.AL 8 10 67

CB.C02.077.AL 8 10 77

CB.C02.080.AL 8 10 80

CB.C02.087.AL 8 10 87

CB.C02.100.AL 8 10 100

CB.C02.103.AL 8 10 103

CB.C02.125.AL 8 10 125

CB.C02.150.AL 8 10 150

CB.C02.175.AL 8 10 175

 Mounted on the inside of the carrier brackets 
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C B .C 0 3 . 0 5 0 .G S

 Carrier series
 Bracket series

 Inner width

ES:  Stainless steel
GS:  Galvanized steel

 

 Mounted on the inside of the carrier brackets 

 Mounted on the outside of the carrier brackets 

C B . H D. 0 5 0 . E S

 Heavy-duty series
 Bracket series

 Inner width

ES:  Stainless steel
GS:  Galvanized steel

 

11

12

16

25

28

L

L

12
14

7

C03 C

C03 C

  L
[mm]

CB.C03.050.GS CB.C03.050.ES 50

CB.C03.075.GS CB.C03.075.ES 75

CB.C03.100.GS CB.C03.100.ES 100

CB.C03.125.GS CB.C03.125.ES 125

CB.C03.150.GS CB.C03.150.ES 150

CB.C03.175.GS CB.C03.175.ES 175

CB.C03.200.GS CB.C03.200.ES 200

CB.C03.225.GS CB.C03.225.ES 225

CB.C03.250.GS CB.C03.250.ES 250

  L
[mm]

CB.HD.050.GS CB.HD.050.ES 50

CB.HD.075.GS CB.HD.075.ES 75

CB.HD.100.GS CB.HD.100.ES 100

CB.HD.125.GS CB.HD.125.ES 125

CB.HD.150.GS CB.HD.150.ES 150

CB.HD.175.GS CB.HD.175.ES 175

CB.HD.200.GS CB.HD.200.ES 200

CB.HD.225.GS CB.HD.225.ES 225

CB.HD.250.GS CB.HD.250.ES 250
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25 15

3

7 8

C

Available as an individual component

Save assemble time and space,compact modular design

T E .C 0 2 . 0 8 . 1 5

T E .C 0 3 . 1 5 . 0 6

 Tiewrap elements

 Tiewrap elements

 Width

 Block width

 Carrier series

 Carrier series

 Tiewrap tooth length

 

 

C03  Tiewrap elements

10

21

6

15
15

C

Available as an individual component

Save assemble time and space,compact modular design

Cable diameter
5- 25mm
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Diameter 
[mm]

B 
[mm]

H 
[mm] Weight

[g]

CFX12.1 CFX12.1.E 06-12 16 48 30

CFX14.1 CFX14.1.E 12-14 18 50 33

CFX16.1 CFX16.1.E 14-16 20 52 36

CFX18.1 CFX18.1.E 16-18 22 54 39

CFX20.1 CFX20.1.E 18-20 24 56 42

CFX22.1 CFX22.1.E 20-22 26 58 45

Diameter 
[mm]

B 
[mm]

H 
[mm] Weight

[g]

CFX12.2 CFX12.2.E 06-12 16 69 47

CFX14.2 CFX14.2.E 12-14 18 71 52

CFX16.2 CFX16.2.E 14-16 20 75 57

CFX18.2 CFX18.2.E 16-18 22 79 62

CFX20.2 CFX20.2.E 18-20 24 83 67

Diameter 
[mm]

B 
[mm]

H 
[mm] Weight

[g]

CFX12.3 CFX12.3.E 06-12 16 86 64

CFX14.3 CFX14.3.E 12-14 18 92 69

CFX16.3 CFX16.3.E 14-16 20 98 74

CFX18.3 CFX18.3.E 16-18 22 104 79

C F X 1 2 . 1 . E

 Cable clamp series

1:  Single layer
2:  Double layer
3:  Three layer

Blank:  Carbon steel
E:  Stainless steel

 

 Single layer cable clamp: 

 
Single layer cable clamp

 
Double layer cable clamp

 
Three layer cable clamp

 Double layer cable clamp: 

 Three layer cable clamp: 

B
B

B

H H

H 12 12

12

Diameter 
[mm]

B 
[mm]

H 
[mm] Weight

[g]

CFX26.1 CFX26.1.E 22-26 30 67 48

CFX30.1 CFX30.1.E 26-30 34 71 48

CFX34.1 CFX34.1.E 30-34 38 75 51

CFX38.1 CFX38.1.E 34-38 42 79 54

CFX42.1 CFX42.1.E 38-42 46 83 60

Diameter 
[mm]

B 
[mm]

H 
[mm] Weight

[g]

CFX22.2 CFX22.2.E 20-22 26 87 72

CFX26.2 CFX26.2.E 22-26 30 105 77

CFX30.2 CFX30.2.E 26-30 34 113 82

CFX34.2 CFX34.2.E 30-34 38 121 88

Diameter 
[mm]

B 
[mm]

H 
[mm] Weight

[g]

CFX20.3 CFX20.3.E 18-20 24 110 84

CFX22.3 CFX22.3.E 20-22 26 116 89

CFX26.3 CFX26.3.E 24-26 30 128 99

CFX30.3 CFX30.3.E 28-30 34 140 109

 D
ou

bl
e 

lay
er

 S
in

gl
e 

lay
er

 T
hr

ee
 la

ye
r
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BL

V2

: -40 +105 : +150

freezing temperatures
Halogen and cadmium free, high impact resistance, 
even at low temperatures
Temperature range:-40  to +105
Chemical resistance: Against fuels, mineral oils, greases, 
alkalis, weak acids and bases, etc.

BL bellows is suitable for use in general mechanical 
applications, The good anti-freezing ability and self-

industries. The bellows keep high impact resistance in 
cold temperatures and good weather resistance.

RoHS

Torsional motion possible

 Flammability Class 
UL94 V2
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 Brackets
* Product information: P101

Water-proof connectors
* Product information: P103

Quick connectors
* Product information: P102

Right-angle connectors
* Product information: P104

 Bi  Ba  R

Inner diameter
 [mm]

Outer diameter 
[mm]

 Bend radius
[mm] strength [N]

 Strain at break
[%] [m]

Weight
[kg/m]

BL01-06-AD10.0 BL01-06-AD10.0-OP 6.0 10.0 16 200 120% 100 0.018

BL01-10-AD13.0 BL01-10-AD13.0-OP 10.0 13.0 20 350 120% 100 0.023

BL01-12-AD15.8 BL01-12-AD15.8-OP 12.0 15.8 30 500 150% 100 0.033

BL01-14-AD18.5 BL01-14-AD18.5-OP 14.3 18.5 40 650 160% 100 0.042

BL01-17-AD21.2 BL01-17-AD21.2-OP 17.0 21.2 45 850 200% 100 0.054

BL01-20-AD25.0 BL01-20-AD25.0-OP 20.0 25.0 45 1000 200% 100 0.062

BL01-23-AD28.5 BL01-23-AD28.5-OP 23.0 28.5 50 1100 200% 50 0.084

BL01-26-AD32.0 BL01-26-AD32.0-OP 26.0 32.0 55 1200 200% 50 0.093

BL01-29-AD34.5 BL01-29-AD34.5-OP 29.0 34.5 60 1600 200% 50 0.104

BL01-36-AD42.5 BL01-36-AD42.5-OP 36.0 42.5 70 1800 200% 50 0.138

BL01-48-AD54.5 BL01-48-AD54.5-OP 48.0 54.5 90 2800 200% 25 0.224

BiBa

R

B L 0 1 - 1 0 -A D 1 3 . 0 - O P

 Carrier series
 Inner height
 Inner width

 

 Open
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 Brackets
* Product information: P101

Quick connectors
* Product information: P102

Right-angle connectors
* Product information: P104

BiBa

R

B L 0 2 - 1 0 -A D 1 3 . 0 - O P

 Carrier series
 Inner height
 Inner width

 

 Open

 Bi  Ba  R

Inner diameter
 [mm]

Outer diameter 
[mm]

 Bend radius
[mm] strength [N]

 Strain at break
[%] [m]

Weight
[kg/m]

BL02-10-AD13.0 BL02-10-AD13.0-OP 10.0 13.0 20 350 120% 100 0.023

BL02-12-AD15.8 BL02-12-AD15.8-OP 12.0 15.8 30 500 150% 100 0.033

BL02-14-AD18.5 BL02-14-AD18.5-OP 14.3 18.5 40 650 160% 100 0.042

BL02-17-AD21.2 BL02-17-AD21.2-OP 17.0 21.2 45 850 200% 100 0.054

BL02-20-AD25.0 BL02-20-AD25.0-OP 20.0 25.0 45 1000 200% 100 0.062

BL02-23-AD28.5 BL02-23-AD28.5-OP 23.0 28.5 50 1100 200% 50 0.084

BL02-29-AD34.5 BL02-29-AD34.5-OP 29.0 34.5 60 1600 200% 50 0.104

BL02-36-AD42.5 BL02-36-AD42.5-OP 36.0 42.5 70 1800 200% 50 0.138

BL02-48-AD54.5 BL02-48-AD54.5-OP 48.0 54.5 90 2800 200% 25 0.224
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Compact modular design to save installation time, space 
and cost
Long life and safety in use

  
Bellows

B 
[mm]

H 
[mm]

T 
[mm]

M 
[mm]

A 
[mm] Weight

[g]

VHB-AD13.0 VHB-AD13.0-GY AD13.0 30 26 12.5 4.5 8.0 7.4

VHB-AD15.8 VHB-AD15.8-GY AD15.8 30 26 12.5 5.0 8.5 7.4

VHB-AD18.5 VHB-AD18.5-GY AD18.5 35 33 15.0 6.0 10.0 9.0

VHB-AD21.2 VHB-AD21.2-GY AD21.2 35 34 15.0 6.0 10.0 9.0

VHB-AD25.0 VHB-AD25.0-GY AD25.0 42 38 16.0 6.0 11.5 10.6

VHB-AD28.5 VHB-AD28.5-GY AD28.5 42 42 16.0 6.0 11.5 10.6

VHB-AD34.5 VHB-AD34.5-GY AD34.5 51 52 16.0 6.5 12.0 12.2

VHB-AD42.5 VHB-AD42.5-GY AD42.5 58 59 18.0 6.5 12.0 13.8

VHB-AD54.5 VHB-AD54.5-GY AD54.5 73 74 20.0 7.0 12.5 15.4

V H B -A D 1 3 . 0 - G Y

 Series

 Bellows

:  Black
GY:  Grey

 

B

A

M

T

H
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Compact modular design reduces cost and provides less 
installation time and space 

Great durability, anti-aging, safe to use, long life

  
Bellows Thread

[mm]

AG
Outer diameter 

[mm]

AG
Inner diameter 

[mm]

GL 
[mm]

H 
[mm] Weight

[g]

AD13.0 16 12 10 25 2.2

AD15.8 16 12 12 28 2.7

AD18.5 20 15 12 28 2.7

AD21.2 20 15 12 31 3.7

AD25.0 25 20 11 33 4.2

AD28.5 25 20 13 34 4.5

AD34.5 32 26 15 36 9.2

AD42.5 40 34 15 39 10.9

AD54.5 50 43 15 39 16.6

 Series
 Bellows
 Thread

:  Black
GY:  Grey

 

AG

GL H
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3D-CAD  cad.csb-ep.com

IP68

Waterproof grade IP68
Compact modular design, easy to installation, safe to use, 
cost less
Reliable waterproof performance with sealing ring, strong 
tensile strength

 
Bellows

 
Thread
[mm]

AG
Outer diameter

[mm]

GL 
[mm]

H 
[mm] Weight

[g]

AD13.0 16 15 25 2.2

AD15.8 16 15 28 2.7

AD18.5 20 15 28 2.7

AD21.2 20 15 28 3.7

AD25.0 25 15 28 4.2

AD28.5 25 15 28 4.5

AD34.5 32 15 30 9.2

AD42.5 40 15 35 10.9

AD54.5 50 25 55 16.6

 Series
 Bellows
 Thread

 

AG

GL H
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Compact modular design saves installation time and space, 
as well as cost

Application safely, long life, good durability

  
Bellows Thread 

[mm]

AG
Outer diameter 

[mm]

GL 
[mm]

H 
[mm] Weight

[g]

AD13.0 15 10 37 3.3

AD15.8 16 13 43 4.3

AD18.5 20 13 46 5.3

AD21.2 20 13 49 6.3

AD25.0 25 13 52 7.3

AD28.5 25 13 57 8.3

AD34.5 32 15 65 10.3

AD42.5 40 15 78 12.3

AD54.5 50 17 95 16.3

 Series
 Bellows
 Thread

:  Black
GY:  Grey

 

AG

GL H
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24 24 month guarantee... no cutting charges

FLEXMOV® 
DURAMOV® FLEXMOV®  RoHS
Reach ICE EAC Interbus  PVC PUR TPE

PVC
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Series Outer 
jacket

Shield
Min. bending radius 

Moving in cable carriers
[mm]

Moving in cable carriers 
[m/s2]

  
Gliding

FMC600 PVC - 12.5 +70 /+5  3 - 20

FMC603 PVC - 7.5 +70 /+5 3 2 20

FMC605 PVC - 6.8 +70 /+5 10 5 80

FMC610 PVC 12.5 +70 /+5 3 - 20

FMC616 PVC 6.8 +70 /+5 10 5 80

FMC800 PUR - 12.5 +80 /-20 3 - 20

FMC810 PUR 12.5 +80 /-20 3 - 20

FMC900 TPE - 5 +100 /-35 10 6 100

FMC901 TPE - 5 +100 /-35 10 6 100

FMC905 TPE 5 +100 /-35 10 6 100

FMC907 PUR - 6.8 +80 /-25 10 5 80

FMC912 TPE 5 +100 /-35 10 6 100

FMC918 PUR 6.8 +80 /-25 10 5 80

FMD611 PVC 7.5 +70 /+5 5 3 50

FMD612 PVC 10 +70 /+5 3 2 20

FMD900 TPE 6.8 +100 /-35 10 6 100

FMD910 PUR 10 +80 /-25 3 2 20

FMB610 PVC 12.5 +70 /+5 3 2 30

FMB618 PVC 15 +70 /+5 3 - 20

FMB910 TPE 10-12.5 +70 /-35 10 6 100

FMB911 PUR 12.5 +70 /-20 3 2 30

R
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24 24 month guarantee... no cutting charges

UV-resistance

Cold-resistant

Flam
e resistance

Oil resistance

Halogen-free

- - - - - -

- - - - - -

 Medium - - - -

- - - - - -

 Medium - - - -

 High - - - -

 Medium - - - -

 High -

 High -

 High - -

 Medium

 High - -

 Medium -

- - - - -

- - - - -

 High - -

 High -

 Medium - - - -

- - - - - -

 Medium - -

 Medium -

 Inapplicable  standard

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Halogen Free
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Series Outer 
jacket

Shield
Min. bending radius 

Moving in cable carriers
[mm]

Moving in cable carriers 
[m/s2]

  
Gliding

FMM600 PVC - 7.5 +70 /+5 10 5 80

FMM605 PVC - 15 +70 /+5 3 - 20

FMM610 PVC 7.5 +70 /+5 10 5 80

FMM900 TPE - 7.5 +90 /-35 10 6 100

FMM902 TPE - 7.5 +90 /-35 10 6 100

FMM903 TPE - 7.5 +90 /-35 10 6 80

FMM907 TPE - 7.5 +90 /-35 10 6 80

FMV610 PVC 7.5 +70 /+5 10 5 80

FMV910 PUR 10 +80 /-25 10 2 50

FME911 TPE 7.5 +90 /-35 10 6 100

FME913 PUR 7.5 +80 /-25 10 5 50

R
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24 24 month guarantee... no cutting charges

UV-resistance

Cold-resistant

Flam
e resistance

Oil resistance

Halogen-free

 Medium - - -

- - - - - -

 Medium - - - -

 High -

 High -

 High -

 High -

 Medium - - - -

 Medium -

 Medium - -

 Medium -

 Inapplicable  standard

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Clean-room

Halogen Free

CSB® CSB®

CSB® CSB® , CSB®



An ISO9001&IATF16949&ISO14001 Certified Bearing Company

6
314100

Tel: 0573-84186133/84185527
E-mail: sales@csb-ep.com

Zhejiang CSB Plastic Bearing Technology Co.,Ltd.
Add: No.6, Fenhu Road, Huimin Sub-district, Jiashan, Zhejiang, China 
Zip Code: 314100
Tel: 0086 573 84187009/84187672
E-mail: sales@csb-ep.com

Zhejiang Changsheng Sliding Bearing Co., Ltd.
Add: No.6 Xinda Road, Economic Development Zone,
        Jiashan, Zhejiang, China. 

6
Https: //www.csb.com.cn
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