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Product features

CSB-PEW® 

CSB-PEW® CSB-EPB13
CSB 250 CSB-EPB5 FDA CSB-EPB5A

Structure design

Material design 

Assembly design

uncontrollable axial space in order to reduce the vabriation and noise 
during the operation
Compensate the axial clearance and machining tolerance
Shock absorbing and noise optimization
Maintenance free and self-lubricated
Corrosion resistance and light weight

CSB-PEW®

function as a normal washer. Therefore the operation mechanism could be more stable and with less noise.

CSB-PEW®

feature. At the same time, CSB could also provide the spring washer with high temperature (up to 250 ) material CSB-EPB5 and FDA approved material 
CSB-EPB5A.

position. 

CSB-PEW ®
Plastic Flat Springs

PE
W
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Part No. D

[mm]
d

[mm]
t

[mm]
h0

[mm]
h0.25

[mm]
F0.25

[N]
h0.5

[mm]
F0.5

[N]
h0.75

[mm]
F0.75

[N]
Fmax

[N]
Weight
[g]

PEW13-05 10 5.2 0.5 0.25 0.06 1 0.13 2.4 0.19 3.6 5 0.04

PEW13-06 12.5 6.2 0.7 0.3 0.08 3 0.15 5.1 0.23 8 12 0.11

PEW13-08 16 8.2 0.9 0.35 0.09 4 0.18 8 0.28 11 15 0.2

PEW13-10 20 10.2 1.1 0.45 0.11 5 0.22 10 0.33 15 18 0.33

PEW13-12 25 12.2 1.5 0.55 0.14 9 0.28 18 0.42 27 40 0.85

PEW13-16 31.5 16.3 1.75 0.7 0.18 15 0.35 32 0.53 51 70 1.44

PEW13-20 40 20.4 2.25 0.9 0.23 35 0.45 70 0.68 110 130 3.1

d

t ho

D

D  Outer diameter
d  Inner diameter
t  Thickness
h0

h0.25, h0.5, h0.75 25% 50% 25% 50% 75%
F0.25, F0.5, F0.75 25% 50% 75%
Fmax.  The maximum spring force

 Part No.
P E W 1 3 - 0 5

 Material EPB13
     EPB5
     EPB5A

 Inner diameter

Plastic flat springs installation method
PE

W

PEW


