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Clearance-free and preload design

Maintenance-free
Shock absorbing and no noise

Product features

CSB-CPB® 

CSB-CPB® CSB-EPB13
CSB CSB-EPB18

CSB-CPB® H7 h9

Structure design 

Material design 

Assembly design 

CSB-CPB®

with the preload design;The special design bearings can absorbed shock and noise.

CSB-CPB® clearance-free and reloaded plastic bearings is made from the professional wear resistance material CSB-EPB13 which provides good wear 
resistance and excellent elastic feature. CSB-EPB18 material is available for the preload plastic bearings.

CSB-CPB® clearance-free and reloaded plastic bearings easy to be pressed into the housing by low pressure.The recommended housing tolerance is H7 
and axial tolerance is h9.

CSB-CPB®

Clearance-free and Preloaded Bearings

C
PB
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 Housing: H7    Shaft: h9

 Housing: H7    Shaft: h9

Preload flange bearings

Preload plain bearings

Preload plastic bearings installation method

 Part No.

 Part No.

C P B F - 1 0 1 2 - 1 0

C P B - 0 6 0 8 - 0 6

 Length

 Length

 Outside diameter

 Outside diameter

 Inner diameter

 Inner diameter

 Flange design

 
Part No.

d1 
[mm]

d1  
After Fitting 

[mm]

d2 
[mm]

d3 
[mm]

b1 [h13] 
[mm]

b2[h13] 
[mm]

b2 
[mm]

s [ 0.1] 
[mm]

CPBF-1012-10 10 +0.025/+0.083 12 18 10 1 2 0.53

CPBF-1214-12 12 +0.032/+0.102 14 20 12 1 2 0.53

CPBF-1416-12 14 +0.032/+0.102 16 22 12 1 2 0.53

 
Part No.

d1 
[mm]

d1  
After Fitting 

[mm]

d2 
[mm]

b1 [h13] 
[mm]

b3 
[mm]

CPB-0608-06 6 +0.020/+0.068 8 6 2

CPB-0810-08 8 +0.025/+0.083 10 8 2

d2

d1

b3

b1

d3

d1

d2

b2

s

b3
b1

C
PB

/C
PB

F

*d1 H7 ISO3547-1     *Tolerance d1

*d1 H7 ISO3547-1     *Tolerance d1

CPB/CPBF


